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Nuclear Regulatory Commission § 71.95 

are only valid if stamped, initialed, or 
signed and dated by authorized per-
sonnel, or otherwise authenticated. 

(d) The licensee, certificate holder, 
and an applicant for a CoC shall main-
tain sufficient written records to fur-
nish evidence of the quality of pack-
aging. The records to be maintained in-
clude results of the determinations re-
quired by § 71.85; design, fabrication, 
and assembly records; results of re-
views, inspections, tests, and audits; 
results of monitoring work perform-
ance and materials analyses; and re-
sults of maintenance, modification, 
and repair activities. Inspection, test, 
and audit records must identify the in-
spector or data recorder, the type of 
observation, the results, the accept-
ability, and the action taken in con-
nection with any deficiencies noted. 
These records must be retained for 3 
years after the life of the packaging to 
which they apply. 

[60 FR 50264, Sept. 28, 1995, as amended at 69 
FR 3795, Jan. 26, 2004] 

§ 71.93 Inspection and tests. 

(a) The licensee, certificate holder, 
and applicant for a CoC shall permit 
the Commission, at all reasonable 
times, to inspect the licensed material, 
packaging, premises, and facilities in 
which the licensed material or pack-
aging is used, provided, constructed, 
fabricated, tested, stored, or shipped. 

(b) The licensee, certificate holder, 
and applicant for a CoC shall perform, 
and permit the Commission to perform, 
any tests the Commission deems nec-
essary or appropriate for the adminis-
tration of the regulations in this chap-
ter. 

(c) The certificate holder and appli-
cant for a CoC shall notify the NRC, in 
accordance with § 71.1, 45 days in ad-
vance of starting fabrication of the 
first packaging under a CoC. This para-
graph applies to any packaging used 
for the shipment of licensed material 
which has either— 

(1) A decay heat load in excess of 5 
kW; or 

(2) A maximum normal operating 
pressure in excess of 103 kPa (15 lbf/in 2) 
gauge. 

[69 FR 3796, Jan. 26, 2004] 

§ 71.95 Reports. 
(a) The licensee, after requesting the 

certificate holder’s input, shall submit 
a written report to the Commission 
of— 

(1) Instances in which there is a sig-
nificant reduction in the effectiveness 
of any NRC-approved Type B or Type 
AF packaging during use; or 

(2) Details of any defects with safety 
significance in any NRC-approved Type 
B or fissile material packaging, after 
first use. 

(3) Instances in which the conditions 
of approval in the Certificate of Com-
pliance were not observed in making a 
shipment. 

(b) The licensee shall submit a writ-
ten report to the Commission of in-
stances in which the conditions in the 
certificate of compliance were not fol-
lowed during a shipment. 

(c) Each licensee shall submit, in ac-
cordance with § 71.1, a written report 
required by paragraph (a) or (b) of this 
section within 60 days of the event or 
discovery of the event. The licensee 
shall also provide a copy of each report 
submitted to the NRC to the applicable 
certificate holder. Written reports pre-
pared under other regulations may be 
submitted to fulfill this requirement if 
the reports contain all the necessary 
information, and the appropriate dis-
tribution is made. Using an appropriate 
method listed in § 71.1(a), the licensee 
shall report to: ATTN: Document Con-
trol Desk, Director, Spent Fuel Project 
Office, Office of Nuclear Material Safe-
ty and Safeguards. These written re-
ports must include the following: 

(1) A brief abstract describing the 
major occurrences during the event, in-
cluding all component or system fail-
ures that contributed to the event and 
significant corrective action taken or 
planned to prevent recurrence. 

(2) A clear, specific, narrative de-
scription of the event that occurred so 
that knowledgeable readers conversant 
with the requirements of part 71, but 
not familiar with the design of the 
packaging, can understand the com-
plete event. The narrative description 
must include the following specific in-
formation as appropriate for the par-
ticular event. 

(i) Status of components or systems 
that were inoperable at the start of the 
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